
weight: approx. 27 kg without accessories
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)1 = Permissible average thrust over the entire travel is 50% of the max. thrust )² = at switching torque and 50 Hz

)³ = Thermo switch must be wired externally at 400 VAC 3~
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Available Drive Bushes

F10 F12

  D2 66 66

  H 80 80

Please check drive bushes datasheet for available sizes!   H1 48 48

Other customized drive bushes on request!   M M10 M12

  B 18 18

F10 without centering ring!

Power Supply

2WE

2WE 

Gold

2DE

2DE 

Gold

PSAP

PSPT

HR

Potentiometer PD

WSM 

01
IP

• = available, for further information see respective datasheet

)4 = PSAP with external relay required

)5 = only to be used with reversing starter contactor 

)6 = supply voltage 24 V or 115-230 V possible

)7 = IP68, no ingress of dust and suitable for continuous immersion in water up to 6 m and 96 h

Subject to changes!

• • •

• •

   •)6

Mounting Position

Square X or Y (45 ° turned)   Double D Keyway

For more information and accessories, visit our website www.ps-automation.com!

• • • • •

400 V 3~

Increased enclosure IP68 )7 incl. Heating Resistor and Corrosion Protection K2 
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Add'l Torque Switches 
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Technical Data

Wiring Diagramm

PSQ703
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Positioner •     • )4     • )4     • )5

•

24 VDC

Add'l Position Switches

A
cc

e
ss

o
ri

e
s/

O
p

ti
o

n
s

230 VAC 1~ 115 VAC 1~ 24 VAC 1~

A

Passfeder-Nut

 b
J9

 T
+

0
, 1

 dH8

X Y

Vierkant

4
5
° 

 SW+0,1

 E
-0

,5

Zweiflach

Z  SW+0,1

 E
+

0
,5

 90
°

A

B

C

D H
1

H

B

MD2

PS Automation GmbH TD_PSQ703_ENG_28.03.2023

 _____

Page 2 of 2   


